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HAITIAN MARS      SERIES

SPECIFICATIONS

Energy-saving servo injection molding machines 

13,000 - 33,000 kN

HAITIAN PLASTICS MACHINERY GROUP CO., LTD
No.1688, Haitian Road, Xiaogang, Beilun, Ningbo, Zhejiang, 
China 315801 
+ 86-574-8617 7005 (China)
+ 86-574-8617 7242 (International)
haitian@mail.haitian.com
www.haitianpm.com

NINGBO HAITIAN HUAYUAN MACHINERY CO.,LTD.
No.1, Nanhuan Road, Export Processing Zone, Beilun, 
Ningbo, Zhejiang, 315806 P.R. China
+86-574-8617 7242
+86-574-8622 1864 
haitian@mail.haitian.com 
www.haitianpm.com GLOBAL

TECHNOLOGY TO THE POINT

COMMUNICATION. EFFICIENCY.

INNOVATION.



2 3

SPECIFICATION
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INJECTION UNIT 
Screw diameter mm
Screw L/D ratio L/D
Injection volume (theoretical) cm3

Injection weight (PS)   g
Injection rate  g/s
Injection pressure MPa
Plasticizing rate (GPPS) ① g/s
Plasticizing rate (HDPE) ② g/s
Screw speed rpm
CLAMPING UNIT 
Clamping force kN
Mold opening stroke mm
Dist. between tie bars (H×V) mm
Mold height max. mm
Mold height min. mm
Ejector stroke mm
Ejector force kN
OTHERS 
Pump motor power kW
Heater power kW
Machine dimension (L×W×H) m
Machine weight t
Hopper capacity kg
Oil tank l

①	 Plasticizing	capacity	(GPPS):	China	standard	GB/22530-2010,	with	
application	of	GPPS	plasticizing	capacity	of	3-zone	screws

②		Plasticizing	capacity	(HDPE):	Euromap	19,	with	application	of
	 HDPE	plasticizing	capacity	of	barrier	screws

We reserve the right to make changes as a result of 
further technical advantages.

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

Platen dimensions
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SPECIFICATION

①	 Plasticizing	capacity	(GPPS):	China	standard	GB/22530-2010,	with	
application	of	GPPS	plasticizing	capacity	of	3-zone	screws

②		Plasticizing	capacity	(HDPE):	Euromap	19,	with	application	of
	 HDPE	plasticizing	capacity	of	barrier	screws

We reserve the right to make changes as a result of 
further technical advantages.

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

Platen dimensions
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INJECTION UNIT 
Screw diameter mm
Screw L/D ratio L/D
Injection volume (theoretical) cm3

Injection weight (PS)   g
Injection rate  g/s
Injection pressure MPa
Plasticizing rate (GPPS) ① g/s
Plasticizing rate (HDPE) ② g/s
Screw speed rpm
CLAMPING UNIT 
Clamping force kN
Mold opening stroke mm
Dist. between tie bars (H×V) mm
Mold height max. mm
Mold height min. mm
Ejector stroke mm
Ejector force kN
OTHERS 
Pump motor power kW
Heater power kW
Machine dimension (L×W×H) m
Machine weight t
Hopper capacity kg
Oil tank l
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SPECIFICATION

①	 Plasticizing	capacity	(GPPS):	China	standard	GB/22530-2010,	with	
application	of	GPPS	plasticizing	capacity	of	3-zone	screws

②		Plasticizing	capacity	(HDPE):	Euromap	19,	with	application	of
	 HDPE	plasticizing	capacity	of	barrier	screws

We reserve the right to make changes as a result of 
further technical advantages.

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

Platen dimensions
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Moving platen

INJECTION UNIT 
Screw diameter mm
Screw L/D ratio L/D
Injection volume (theoretical) cm3

Injection weight (PS)   g
Injection rate  g/s
Injection pressure MPa
Plasticizing rate (GPPS) ① g/s
Plasticizing rate (HDPE) ② g/s
Screw speed rpm
CLAMPING UNIT 
Clamping force kN
Mold opening stroke mm
Dist. between tie bars (H×V) mm
Mold height max. mm
Mold height min. mm
Ejector stroke mm
Ejector force kN
OTHERS 
Pump motor power kW
Heater power kW
Machine dimension (L×W×H) m
Machine weight t
Hopper capacity kg
Oil tank l


